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Specifications

OC supply range
Cranking dropouts
Cenerator voltage input

enerator current input
(WM and EM anly

Measurement accuracy of FSD

Generator spesd measurameant
Cenerator Frequency input
Magnetic pickup input range
Magnatic pickup input freguandcy
Analrgue resistive sender
Imput range (EM only)

Start relay output

Fuel relay output

Alarm relay output

Freheat relay output
Configurable relay output-1
Configurable relay output-2
Alarm duration

Freheat duration

Frotection delay

Ol by pass delay

Cenerator woltage Fault delay
Cenerator speed fault delay
Mumber of starting attempts
Generator voltage shutdown
zetting

Generator over-s peed
shutdown setting

Indicator display
Cperating temperature
Storage temperature
Mounting installation
wWiring connections
conmectors

Cimensions

Famel cut-out
Compliant with

Welght
IF protection

12v {8-16%) or 24V {(15-32V) switch selectable
DC supply can be OV for 100ms

35200 L-M ac {60-520V L-L ac)

O-6.4 do from current transformer

Volts: ™ Freguency: O25%

Amps B (XM and EN only)

From generator output or magnetic pickup
10-MDHz

Z2-Z8Y pealk continuously

25Hz-10kHz=z

10-6500

1248 do at 12/24%

124 do at 12728

BA do at 12724

Configurable by relay output 1or 2
54 do at 12724

54 do at 124248

1-899%9 seconds or continuous (selectable’
0-99 seconds {(selectable)

0-99 seconds (selectable)

0-99 seconds (selectable)

0-10 seconds (selectable)

O0-10 seconds (selectable)

1-10 attempts {selectable)
ZE-Z00W L-M {selectable)

Z0-7E5Hz {selectakle)

a-digit, F-segment LED

=25 to +70°C

=40 o +85°C

Front panel mounted with 2 screw ixings
Two-part removable plug and socket

Somm high = 99mm wide = T5mm deep
{excluding 1Z2mm clips?

S2mm high x 92mm o wide

Low-vwoltage directive and electromagnetic
compatibility directive

0. 7Kg approximately

IF54 at front, IF20 at rear

1" #$H%! &&& & () ( ( =
& ) & (




Srmart power solutons for sour business

Q) SmartPowerShop.co.uk

GEN-AUTO Single-phase
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